
 

  

XP3 PRO 
  

      
      
      
      

   

Product description:  

120 m laser distance meter

Features

- Direct measurement up to 120 m.
- Continuous measurement.
- Surface area and volume.
- Pythagoras.
- Addition/Subtraction.
- Point-to-point measurement.
- Wall surface area.
- Incline measurement.
- Timer.
- Stake out function.
- Integrated memory: 30 values.
- Bluetooth for remote control via your smartphone ("SMART MEASURE" application free to download from the App Store or Google
Play).
- Measurement based on 4 possible reference points (front and rear of device, tripod, folding end-piece).
- Units of measurement: m, ft, inch.
- 4-line backlit display.
- Charge indicator.
- Automatic sleep mode.
- 1/4" thread for use with a tripod.

Comes with

Strap, distance reflector, storage holster, rechargeable Ni-MH batteries, charging cable, user manual.

 

 



 

   

Product features:  

Laser Colour : Red

Range : 0,05-120 m

Accuracy : ± 1,5 mm

Laser : 635 nm, inf.1 mW, class II

Autonomy : 6-8 h

Ingress Protection : IP54

Bluetooth Feature : Yes

Power Supply : 3 x 1,2 V 800 mAh LR03/AAA Ni-MH
rechargeable batteries

Operating Temperature : -10 °C… +50 °C

Storage Temperature : -20 °C… +60 °C

Dimensions : 136 x 59 x 28 mm

Weight : 170 g

Ref. : C14103

EAN Code : 4620752694911

Warranty : 2+1 years
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